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SOUTHBOUND

CONSTRUCTION DETATLS

WOOD POLE WITH DOUBLE BACK GUY ASSEMBLY, LED SIGNAL
INCH PVC CONDUIT RISER. STA. 222428, 6 FT.

A. INSTALL 40 FT.
HEAD, 2

CLASS T1

INCH WEATHER HEAD AND 2 LT.

B. REMOVE EXISTING HANDHOLE. SLEEVE EXISTING CONDUIT AND CABLES.
CONDUIT AND CABLES TO REMAIN. BACKFILL TO GRADE.

EXISTING

C. ABANDON EXISTING LOOP DETECTOR.

D. INSTALL 2 INCH WEATHER HEAD ON EXISTING MAST ARM POLE.

E. USE EXISTING POLE MOUNTED CABINET.

F. USE EXISTING HANDHOLE.

G. INSTALL 1 INCH LIQUID TIGHT FLEXIBLE NON-METALLIC CONDUIT FOR DETECTOR SLEEVE.

H. INSTALL 6 FT. X 30 FT. QUADRUPLE TYPE LOOP DETECTOR ENCASED IN 1/4
(3-6-3 WINDING) AND SPLICE TO PROPOSED 2-CONDUCTOR ALUMINUM SHIELDED CABLE
LOOP SHALL BE PLACED 1 FT. BEHIND STOP LINE.

[. REMOVE EXISTING PEDESTAL POLE AND SIGNAL HEAD.
GRADE AND BACKFILL.

REMOVE EXISTING FOUNDATION BELOW

J. CAP AND ABANDON EXISTING CONDUIT.

GEOMETRIC LEGEND K. COVER PORTION OF EXISTING SIGN.
——————————— EXISTING
PROPOSED L. INSTALL PROPOSED SIGN ON MAST ARM.
UTILITY LEGEND '
——SD——S0—— STORM DRAIN M. INSTALL 3/8 INCH STEEL SPAN WIRE WITH CABLES.
G 5 GAS MAIN
— Wy WATER MAIN
f . SEWER MAIN N. ABANDON EXISTING DETECTOR PROBE SET.
— E—"E-— ELECTRIC CABLES
—— a4 AERTAL CABLES 0. INSTALL MICROLDOP PROBE SET WITH 1000 FT.
— T —7 TELEPHONE CABLES LEAD-IN CABLE.
F F FIBER-OPTIC

INCH FLEXIBLE TUBING
IN HANDHOLE.
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P. REMOVE EXISTING MAST ARM MOUNTED SIGN.

Q. RELOCATE EXISTING TRAFFIC SIGNAL HEAD.

R. INSTALL 24 INCH WHITE HEAT APPLIED THERMOPLASTIC

PAVEMENT MARKING LINE.

S. REMOVE EXISTING PAVEMENT MARKING LINE.

T. REMOVE EXISTING SIGNAL HEAD.

U. INSTALL GROUND MOUNTED SIGN ON 4“X4”
SIGN SUPPGRT.

EXISTING CONDUIT
SCUTH TO E. LINDEN
CHURCH RD

MOT LEGEND

TRAFFIC DRUM
CRASH CUSHION

TEMPDORARY CONCRETE
TRAFFIC BARRIER

MOT STAGE 1

STATE OF MARYLAND
DEPARTMENT OF TRANSPORTATION
STATE HIGHWAY ADMINISTRATION
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TRAFFIC ENGINEERING DESIGN DIVISION

RK=Y

wooD Rummel, Klepper & Kahl,LLP

81 MOSHER STREET | BALTIMORE, MD 21217 )

PH: (410) 728-2500 FAX: (430) 728-3160

SRR
.« Englpeers  Congtruct
TN P ST

i

MD 32 (SYKESVILLE ROAD) AT
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